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• Reinforced insulation, low stand-by losses
• 

connection to the return
• 

• 

• 

• Packaging:

OPTIONS:

MODEL GTU C 334 335 336

GTU C 330 Ref. 100012304 100012305 100012306
GTU C 330 B3 (1) Ref. 100012065 100012066 100012067
GTU C 330 K3 (1) (2) Ref. 100012077 100012078 100012079
GTU C 330 DIEMATIC-m 3 (1) Ref. 100012089 100012091 100012092

 (mm) A B C D H
standard 130 105 45 738 1297

355 190 45 755 1387
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N° CE 312BT175R

Optimisation of fuel oil energy 
middle and high power

GTU C 334 to GTU C 336
from 56.7 to 157.3 kW

FUEL OIL CONDENSING BOILERS WITH INTEGRATED FUEL OIL BURNER, FOR HEATING ONLY

GTU C P F (without MD218) F (with MD218) L
334 490 554 704 2297
335 650 554 704 2457
336 810 554 704 2617

MODEL GTU C 334 335 336

Nominal output 50/30°C kW
97.8 96.9 96.4

101.5 101.4 101.1
103.0 102.8 103.0

92.3 91.4 90.9
97.2 97.0  97.2

m3/h 4.019 5.178 6.769
315 335 350

69 73 78
325 435 650

56.7-93.4 93.7-120.3 120.2-157.3
55-90 90-115 115-150

l 113 133 153
mbar 2.6 4.2 8.0

mm 613 718 854
°C 50 55 61

149 191 248
mbar 1.0 0.6 1.8
mbar 0.45 0.8 1.0

678 802 912
2

Condensing

90°C
4 bar

Thermostat : 30 to 85°C adjustable
Safety thermostat: 110°C

 B23 23P 3
- GTU C 335/336: 2

TECHNICAL SPECIFICATIONS
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(1)  Feet adjustable: basic dimension 0mm, can be adjusted from 
0 to 40mm.

MAIN DIMENSIONS (mm and inches)

154

FUEL OIL



point
PROJECT

OPTIONS:

• 
• 
• 
• 

• 
• Reinforced insulation, low stand-by losses
• 

connection to the return
• 
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• 

• Packaging:
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GTU C 337 to GTU C 339
from 155.4 to 291.2 kW

FUEL OIL CONDENSING BOILERS WITH INTEGRATED FUEL OIL BURNER, FOR HEATING ONLY

Optimisation of fuel oil energy 
middle and high power

N° CE 1312BT175R
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MODEL GTU C 337 338 339

Nominal output 50/30°C kW
98.1 97.7 97.6

102.2 101.8 101.5
104.7 104.0 103.8

92.5 92.2 92.1 
98.8 98.1 97.9

m3/h 8.293 10.312 12.530
495 500 510

83 87 93
625 625 1100

155.4-192.7 191.7-239.7 238.4-291.2
150-185 185-230 230-280

l 177 197 217
mbar 11 17 26

mm 993 1117 1245
°C 62 63 64

306 381 463
mbar 1.9 1.6 1.7
mbar 1.3 1.6 2.3

1117 1239 1366
2

 (mm) A B C D H
standard 130 105 45 738 1297

355 190 45 755 1387

GTU C P E (without MD218) E (with MD218) F (without MD218) F (with MD218) L
337 970 257 407 304 554 3297
338 1130 257 407 304 554 3457
339 1290 257 407 304 554 3617

MODEL GTU C 337 338 339

GTU C 330 Ref. 100012307 100012308 100012309
GTU C 330 B3 (1) Ref. 100012068 100012069 100012070
GTU C 330 K3 (1) (2) Ref. 100012080 100012081 100012082
GTU C 330 DIEMATIC-m 3 (1) Ref. 100012093 100012094 100012095

Condensing

90°C
4 bar

Thermostat : 30 to 85°C adjustable
Safety thermostat: 110°C

 B23 23P 3
- GTU C 339: 2

TECHNICAL SPECIFICATIONS

�

�

�

�

�

(1)  Feet adjustable: basic dimension 0mm, can be adjusted 
from 0 to 40mm.

discretion

MAIN DIMENSIONS (mm and inches)
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CONTROL UNITS OPTIONS
PACKAGE REF

• for standard panel
BP28 82197729

• for B3 control panel
BP28 82197729
BG40 82187730

Roomthermostat:
• AD140 88017859
• AD137 88017855
• AD200 88017018

AD212 100000030
• for K3 control panel

AD220 100004970
FM48 85757743

CDI D. iSystem remote control AD285 100018924
Radio remote control CDR D. iSystem module (without radio AD284 100018923

Boiler radio module (radio transmitter) AD252 100013307
FM52 85757747

Room sensor AD244 100012044
FM47 85757742

CONTROL UNITS OPTIONS  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

MD225 FM158

MD218 MD217 FD37 FD38

DHW PRODUCTION PACKAGE REF

• 
AD212 100000030

ACCESSORIES PACKAGE REF

 100018991

- 88027180
FD37 85537074
FD38 85537075

Recirculation GTU C 330 MD218 100012251
MD217 100012250

Condensates neutralisation station MD225 100012385
FM158 100004293
MD226 100012685

PACKAGE REF

• for DIEMATIC-m 3 control panel
FM48 85757743

AD199 88017017
AD285 100018924

Radio remote control CDR D. iSystem module (without radio AD284 100018923

AD251 100013306
Boiler radio module (radio transmitter) AD252 100013307

FM52 85757747
Room sensor AD244 100012044
BUS cable connection 12 m AD134 88017851

DB119 81997720
Bus cable extension AD139 88017858

FM47 85757742
AD212 100000030
AD218 100004781
AD160 88017887

FOR GTU C 330

CHOICE OF OPTIONS ACCORDING TO THE CONNECTED CIRCUITS

Boiler self-standing or boiler 1 of a cascade
Boiler 2 to 10 of a cascade

by additional boiler (2)

Circuit
type

M M M M M M MM M M M M MM M

direct

Control
panel

Standard for installations without a control unit or for those with a boiler room control cabinet

B3 AD212 as 
standard no no no no no - - -

DIEMATIC-m3  
(1) AD212 as 

standard 1 x AD199 1 x FM48 1 x AD199
+ 1 x FM48 2 x FM48 1 x AD199

+ 2 x FM48 - - -

K3 
(1) - - - - - - - 1 x AD220 1 x AD220

+ 1 x FM48
1 x AD220
+ 2 x FM48

(1) Each of the circuits "heating"

ALL OPTIONS EXCEPT CONTROL UNITS OPTIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DESCRIPTION PACKAGE REF

GTU C 334 DIEMATIC-m3 - 100012089

Options

MD218 100012251

2 x FM48 2 x 85757743

AD199 88017017

AJ79 7650481

AJ95 7650497

- AD212 100000030

230 V
50Hz 

AD 212

TS

   N
   L

TS

   N
   L

2 x
FM 48

 1 x
AD 199

B 800

+

MD 218
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• 
• 

GTU C 330
GTU C 334 DIEMATIC-m3

FOR GTU C 330
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EXAMPLE OF INSTALLATION


